
RG59 CABLE 

Physical Dimensions 
Component  Standard Shield  Tri­Shield  Twin 

Material  CCS/BC  CCS/BC  CCS/BC 
Conductor 

Dia. (mm)  0.81±0.01  0.81±0.01  2*0.81±0.01 

Material  Foam PE  Foam PE  Foam PE 
Dielectric 

Dia. (mm)  3.66±0.10  3.66±0.10  2*3.66±0.10 

Material  Al Foil + Al Braid 
Al Foil + Al Braid + 

Al Foil 
Al Foil + Al Braid 

Shield 

Coverage  40%­95%  40%­95%  40%­95% 

Material  PVC/PE  PVC/PE  PVC 
Jacket 

Dia. (mm)  6.00±0.10  6.10±0.10  6.00*13.0±0.10 

Electrical Characteristics 
Impedance(Ω)  75±3 

Velocity of Propagation  83% 

Capacitance(pF/m)  53.1 

Structural Return Loss(≥dB)  20 

Attenuation [@ 68° F. (20° C)] 
Frequency(MHz)  Maximum(dB/100m) 

5  2.92 

55  6.40 

211  11.78 

270  13.29 

300  14.01 

350  15.22 

400  16.01 

450  17.39 

550  19.36 

750  22.83 

870  24.74 

1000  26.54 

We Can Offer Same As Per Customer’s Requirement For Option! 
Mainly  We  Can  Offer  Wooden  Drum,  Plastic  Drum,  Cardboard  Reel,  Plastic 
Reel+Pull Carton, Retractable Plastic Coil, Pallet For Choice. 
Any Other Packing Requirement Can Be Acceptable.



RG6 CABLE 

Physical Dimensions 
Component  Standard Shield  Tri­Shield  Quad­Shield 

Material  CCS/BC  CCS/BC  CCS/BC 
Conductor 

Dia.(mm)  1.02±0.01  1.02±0.01  1.02±0.01 

Material  Foam PE  Foam PE  Foam PE 
Dielectric 

Dia. (mm)  4.57±0.10  4.57±0.10  4.57±0.10 

Material  Al Foil + Al Braid 
Al Foil + Al Braid + 

Al Foil 
(Al Foil + Al 
Braid)*2 Shield 

Coverage  40%­95%  40%­95%  40%­95% 

Material  PVC/PE  PVC/PE  PVC/PE 
Jacket 

Dia. (mm)  6.90±0.10  7.06±0.10  7.54±0.10 

Material  Galvanized Steel  Galvanized Steel  Galvanized Steel 

1.30±0.01  1.30±0.01  1.30±0.01 Messenger 
Dia. (mm) 

1.83±0.01  1.83±0.01  1.83±0.01 

Mechanical Characteristics 
1.30mm  82kgf 

Minimum Breaking Strength of Messenger 
1.83mm      166kgf 

Electrical Characteristics 
Impedance(Ω)  75±3 

Velocity of Propagation  83% 

Capacitance(pF/m)  53.1 

Structural Return Loss(≥dB)  20 

Attenuation [@ 68° F. (20° C)] 
Frequency(MHz)  Maximum(dB/100m) 

5  2.20 

55  5.25 

211  9.42 

300  11.25 

400  13.12 

550  15.45 

750  18.34 

1000  21.46 

1450  26.20 

1800  28.90 

2250  32.80 

3000  39.00 

We Can Offer Same As Per Customer’s Requirement For Option! 
Mainly  We  Can  Offer  Wooden  Drum,  Plastic  Drum,  Cardboard  Reel,  Plastic 
Reel+Pull Carton, Retractable Plastic Coil, Pallet For Choice. 
Any Other Packing Requirement Can Be Acceptable.



RG11 CABLE 

Physical Dimensions 
Component  Standard Shield  Tri­Shield  Quad­Shield 

Material  CCS/BC  CCS/BC  CCS/BC 
Conductor 

Dia. (mm)  1.63±0.01  1.63±0.01  1.63±0.01 

Material  Foam PE  Foam PE  Foam PE 
Dielectric 

Dia. (mm)  7.11±0.10  7.11±0.10  7.11±0.10 

Material 
Al Foil + 
Al Braid 

Al Foil + Al Braid + 
Al Foil 

(Al Foil + Al 
Braid)*2 Shield 

Coverage  40%­95%  40%­95%  40%­95% 

Material  PVC/PE  PVC/PE  PVC/PE 
Jacket 

Dia. (mm)  10.03±0.10  10.16±0.10  10.34±0.10 

Material  Galvanized Steel  Galvanized Steel  Galvanized Steel 
Messenger 

Dia. (mm)  1.83±0.01  1.83±0.01  1.83±0.01 

Mechanical Characteristics 
Minimum Breaking Strength of Messenger  166kgf 

Electrical Characteristics 
Impedance(Ω)  75±3 

Velocity of Propagation  83% 

Capacitance(pF/m)  53.1 

Structural Return Loss(≥dB)  20 

Attenuation [@ 68° F. (20° C)] 
Frequency(MHz)  Maximum(dB/100m) 

5  1.25 

55  3.18 

211  5.94 

300  7.05 

400  8.10 

550  9.65 

750  11.48 

1000  13.88 

1450  18.10 

1800  20.60 

2250  23.50 

3000  28.90 

We Can Offer Same As Per Customer’s Requirement For Option! 
Mainly  We  Can  Offer  Wooden  Drum,  Plastic  Drum,  Cardboard  Reel,  Plastic 
Reel+Pull Carton, Retractable Plastic Coil, Pallet For Choice. 
Any Other Packing Requirement Can Be Acceptable.



17VATC CABLE 

Physical Dimensions 
Component  17VATC 

Material  CCS/BC 
Conductor 

Dia. (mm)  1.13±0.01 

Material  Foam PE 
Dielectric 

Dia. (mm)  4.85±0.10 

Material  Al Foil + Al Braid 
Shield 

Coverage  40%­95% 

Material  PVC/PE 
Jacket 

Dia. (mm)  6.80±0.10 

Electrical Characteristics 
Impedance(Ω)  75±3 

Velocity of Propagation  83% 

Capacitance(pF/m)  53.1 

Structural Return Loss(≥dB)  20 

Nominal Attenuation [@ 68° F. (20° C)] 
Frequency(MHz)  Attenuation (dB/100m) 

5  1.5 

50  4.3 

100  5.9 

200  8.4 

400  12.0 

800  17.5 

862  18.3 

950  19.2 

1350  23.3 

1750  27.0 

2150  30.6 

3000  36.8 

We Can Offer Same As Per Customer’s Requirement For Option! 
Mainly  We  Can  Offer  Wooden  Drum,  Plastic  Drum,  Cardboard  Reel,  Plastic 
Reel+Pull Carton, Retractable Plastic Coil, Pallet For Choice. 
Any Other Packing Requirement Can Be Acceptable.



19VATC CABLE 

Physical Dimensions 
Component  19VATC 

Material  CCS/BC 
Conductor 

Dia. (mm)  1.02±0.01 

Material  Foam PE 
Dielectric 

Dia. (mm)  4.65±0.10 

Material  Al Foil + Al Braid 
Shield 

Coverage  40%­95% 

Material  PVC/PE 
Jacket 

Dia. (mm)  6.80±0.10 

Electrical Characteristics 
Impedance(Ω)  75±3 

Velocity of Propagation  83% 

Capacitance(pF/m)  53.1 

Structural Return Loss(≥dB)  20 

Nominal Attenuation [@ 68° F. (20° C)] 
Frequency(MHz)  Attenuation (dB/100m) 

5  1.8 

50  4.6 

100  7.1 

200  9.0 

400  13.0 

800  19.0 

862  19.8 

950  20.9 

1350  25.5 

1750  29.60 

2150  33.4 

3000  40.6 

We Can Offer Same As Per Customer’s Requirement For Option! 
Mainly  We  Can  Offer  Wooden  Drum,  Plastic  Drum,  Cardboard  Reel,  Plastic 
Reel+Pull Carton, Retractable Plastic Coil, Pallet For Choice. 
Any Other Packing Requirement Can Be Acceptable.



23VATC CABLE 

Physical Dimensions 
Component  23VATC 

Material  CCS/BC 
Conductor 

Dia. (mm)  0.80±0.01 

Material  Foam PE 
Dielectric 

Dia. (mm)  3.50±0.10 

Material  Al Foil + Al Braid 
Shield 

Coverage  40%­95% 

Material  PVC/PE 
Jacket 

Dia. (mm)  5.10±0.10 

Electrical Characteristics 
Impedance(Ω)  75±3 

Velocity of Propagation  83% 

Capacitance(pF/m)  53.1 

Structural Return Loss(≥dB)  20 

Nominal Attenuation [@ 68° F. (20° C)] 
Frequency(MHz)  Attenuation (dB/100m) 

10  3.0 

50  5.9 

100  8.0 

200  12.3 

400  16.5 

800  23.0 

862  23.3 

1000  26.8 

1350  31.5 

1750  36.2 

2150  40.4 

2400  42.5 

2700  45.2 

We Can Offer Same As Per Customer’s Requirement For Option! 
Mainly  We  Can  Offer  Wooden  Drum,  Plastic  Drum,  Cardboard  Reel,  Plastic 
Reel+Pull Carton, Retractable Plastic Coil, Pallet For Choice. 
Any Other Packing Requirement Can Be Acceptable.



CT100 CABLE 

Physical Dimensions 
Component  CT100 

Material  BC 
Conductor 

Dia. (mm)  1.00±0.01 

Material  Foam PE 
Dielectric 

Dia. (mm)  4.60±0.10 

Material  Cu/Al Foil + BC Braid 
Shield 

Coverage  40%­95% 

Material  PVC 
Jacket 

Dia. (mm)  6.65±0.10 

Electrical Characteristics 
Impedance(Ω)  75±3 

Velocity of Propagation  83% 

Capacitance(pF/m)  67 

Structural Return Loss(≥dB)  20 

Nominal Attenuation [@ 68° F. (20° C)] 
Frequency(MHz)  Attenuation (dB/100m) 

10  1.7 

50  4.5 

100  5.3 

200  8.6 

400  12.3 

700  17.1 

900  19.0 

1000  20.1 

We Can Offer Same As Per Customer’s Requirement For Option! 
Mainly  We  Can  Offer  Wooden  Drum,  Plastic  Drum,  Cardboard  Reel,  Plastic 
Reel+Pull Carton, Retractable Plastic Coil, Pallet For Choice. 
Any Other Packing Requirement Can Be Acceptable.


